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6. �2�Q�F�H���\�R�X�U���G�H�V�L�U�H�G���S�U�H�V�V�X�U�H���L�V���D�F�K�L�H�Y�H�G��
rotate the head lever down to unlock the
head for removal.

7A. Pul l  the pump head from the valve
straight back. Be careful not to twist or
torque the head as this can damage or
break the presta valve.

7B��� � � , � I � � �L�Q�q�D�W�L�Q�J�� �D�� �W�X�E�H�� �Z�L�W�K�� �D�� �S�U�H�V�W�D�� �Y�D�O�Y�H��
remember to close the valve locknut
�R�Q�F�H�� � \ �R�X�� �D�U�H�� �p�Q�L�V�K�H�G��

Head Replacement (CB Part # 99215)

1. Unthread the hose lock-nut from the
�K�H�D�G��� � �Z�L�J�J�O�H�� �D�Q�G�� �V�L�G�H�� �G�R�Z�Q�� �D�Z�D�\ � � � I �U�R�P
the head

2. Separate the head assembly from the
hose and O-ring adapter.

4A. Insert the new head into the hose until
completely seated.
4B��� ��7�K�U�H�D�G�� �W�K�H�� �K�H�D�G�� �O�R�F�N�� �Q�X�W���p�U�P�O�\ � � �R�Q�W�R
the pump head to secure the hose.

5. I f  you start to feel resistance while
�S�X�P�S�L�Q�J�� �X�S�� � \ �R�X�U�� �W�L�U�H��� � �V�H�W���W�K�H�� �S�X�P�S�� �W�R
the High Pressure mode by tapping down
on the foot peg. You will hear air escaping
from the secondary chamber when in this
�P�R�G�H��� � �W�K�L�V�� �L�V�� �Q�R�U�P�D�O��

3A. Remove the head lock-nut and discard.
3B. Unthread the head lock-r ing from the
new head and sl ide onto the hose.


